TIE TO EXIST PVMT
VERIFY DRAINAGE TO ™\
PROP INLETS IN FIELD
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PROPOSED PCC SIDEWALK, 57
/ PROPOSED SUB BASE GRANULAR MATERIAL, TY A 4"
/ // EXISTING CONCRETE CURB AND GUTTER-
TO BE REMOVED

/PROPOSED COMBINATION CONCRETE
// CURB AND GUTTER, B-6.12

/EXISTING BITUMINOUS SURFACED PARKING LOT
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EXISTING CONCRETE CURB AND GUTTER-
TO BE REMOVED

PROPOSED COMBINATION CONCRETE
CURB AND GUTTER, B-6.12

EXISTING BITUMINOUS SURFACED PARKING LOT
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BINDER COURSE SUPERPAVE, N105, IL-19.0
THICKNESS VARIES 0 MIN TO 17 MAX

/// EXISTING BITUMINOUS SHOULDER

TO BE REMOVED
/ e / PROPOSED PCC BASE COURSE, 9”

/

/
/" PROPOSED SUB BASE GRANULAR MATERIAL, TY A, 4”

PROPOSED COMBINATION CONCRETE

CURB AND GUTTER, B-6.24 TO BE USED

EASTBOUND ILLINOIS 13
STA 45+50.00 TO 46+43.22 LT

NOTE: STA 46+43.22 BK = STA 46+48.39 AH,

F.AP - TOTAL SHEET
RTE SECTION i COUNTY SHEETS NO

331 * JACKSON| 258 s

STA, TO STA.

FED. ROAD DIST. NO. . | ILLINOLS | FED. AID PROJECT

*  (12-D2N,I-5,TS-3,B-1

< PROPOSED BITUMINOUS SURFACE REMOVAL, VARIES
0” MIN TO 4’ MAX
PROPOSED POLYMERIZED BITUMINOUS CONCRETE
SURFACE COURSE SUPERPAVE, MIX E, N105, 1l/5"

\\r.,E;XISTING,BITU,MINOUSY,SURFACED‘
/ /PROPOSED POLYMERIZED BITUMINOUS CONCRETE PCC PAVEMENT

12.66" LT
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// /! EXISTING BITUMINOUS SHOULDER
// TO BE REMOVED
_PROPOSED PCC BASE COURSE, 9”

PROPOSED SUB BASE GRANULAR MATERIAL, TY A, 4"

PROPOSED COMBINATION CONCRETE
CURB AND GUTTER, B-6.24

TO BE USED

EASTBOUND ILLINOIS 13
STA 38+71.88 TO 45+50.00 LT
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- // / PROPOSED LEVELING BINDER, 17 \> MISTING BITUMINOLS. SURFACED

PCC PAVEMENT
PROPOSED BITUMINOUS SURFACE REMOVAL, VARIES
\\ 0" MIN TO 1V/2" MAX
PROPOSED POLYMERIZED BITUMINOUS CONCRETE
SURFACE COURSE SUPERPAVE, MIX E, N105, 1/3”

TYPICALS - ILLINOIS 13 (EASTBOUND)




